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STANDARD ANNOUNCES 
A NEW STORE FRONT CONSTRUCTION 


N designing the new Standard construction, originality of line and simplicity of installation received first 
consideration. After studying the enclosed details, you will agree that these points were gained without 
sacrificing any of the successful principles employed by Standard in the past. 


This new line has been put to every practical trial, assuring the user a thoroughly tested and proven product. 


Those who have previously used Standard Construction will be glad to note that the well-known safety 

method of holding the glass in the sash has been retained in the new design. One of the distinct improve- 

ments is the concealment of screw heads on the face of the various members and coverings. The New 
Standard construction will be furnished in Bronze or Aluminum Alloy. 
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GLASS DIMENSION 
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SPECIAL DESIGN SPECIAL DESIGN 
CAST TO ARCHITECT'S CAST TO ARCHITECT'S 
REQUIREMENTS REQUIREMENTS 


STAMPED AND CAST GRILLES FURNISHED IN BRONZE OR ALUMINUM 
STAMPED GRILLES ARE MADE FROM 050 AND .10? GAUGE MATERIAL AND CARRIED IN STOCK 
STOCK SIZES ARE 11"x5", 18%x9", 24x10" 
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HORIZONTAL SECTION—No. 97P (PIVOTED) WINDOW 
THIS WINDOW CAN BE HAD IN 97H (HINGED) TYPE 
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HORIZONTAL SECTION—No. 886H WINDOW 


HINGED TO SWING OUT 
NOTE:—WINDOWS MAY ALSO BE HAD TO SWING IN 
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